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Base, low profile, 5-terminal,
102mm, isolator
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Loop isolator for addressable system applications
HYU-FA-ABLO003-5T

Key Features

® S-terminal
& Automatic operation
# Automatic reset
» LED activation indicator
® Surface-mount device circuit board design
» Compatible with Z-wire fire detection and alarm systems
® Secure mounting to all surfaces
#  Flexible mounting pitch
®  Low profile
# Plated contacts for durable connection to detectars
»  Fitted square washer for easy and reliable cable clamping
# Terminals suitable for (0.4 ~ 2.5) mm? diameter wiring
* Low maintenance

Specifications

Model HYU-FA-ABLOO3-5T

Cperating voltage DC {17~ 23}V

Standby current {max) 600 ya @ DC 24V

Continuous current

(max] 5 mA
Switching current (max) | 304
?r:it:]hing resistance 030
Activation indication Yellow LED
Mumber of terminals ]

Terminal wiring

(0.4~ 2.5) mm?*

diameter
Cperating temperature | (0~ +60) °C
Cperating humidity [0~ 95) % RH, non-condensing

Storage temperature

[-25 ~ +80) °C

Storzge humidity

[0~ 58] % RH, non-condensing

Dimensions

i 102 mm = 19.5 mm
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For Inquiries, Please Contact:

Security Shop

Viadimira Nazora 1

11077 Novi Beograd, Serbia
Tel: +381 11 318 68 68
office@securityshop.rs
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Licensed by Hyundai Corporation Holdings, Korea
Delivery and After Service shall only be covered within Serbia




